
Length 20 cm with a maximum bundle diameter of 2 inches

Length 28 cm with a maximum bundle diameter of 3 inches

Length 36 cm with a maximum bundle diameter of 4 inches

Advantages over conventional solutions:

Material: durable nylon. Tensile strength up to 23 kg.

UV-resistant: Black UV-protected version.

Cuttable via twist-lock mechanism; no cutting tools required.

Protection: Eliminates sharp edges and protects exposed skin from cuts during installation.

RoHS-konform (Restriction of Hazardous Substances Directive).

Halogen-free.

Zertifiziert: cULus Listed to UL 62275/CSA C22.2 No. 62275, UL Certified to IEC 62275.

Complies with: IEC 60695-2-11 (glow wire test 960 °C)
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nVent CADDY® Twist Cable Ties

The self-cutting twist cable tie is a versatile solution for permanently securing cables and bundling

larger cable strands. This innovative cable tie features a built-in cutting blade that ensures a safe and

clean cut, eliminating the need for an additional cutting tool.

Catalog
Number

Material Color Length (L) Width (W) Installation
Temperature

Operating
Temperature

CADTIESC8C
BAP

Nylon,
Stainless Steel

Black 203.2mm 4.32 mm 0 °C Min -20 to 85 °C

CADTIESC11
CBAP

Nylon,
Stainless Steel

Black 279.4mm 4.32 mm 0 °C Min -20 to 85 °C

CADTIESC14
CBAP

Nylon,
Stainless Steel

Black 355.6mm 4.32 mm 0 °C Min -20 to 85 °C



Please note the following in general:

Installation of our products should only be carried out by qualified professionals and specialist companies with the necessary
expertise and experience working on roofs. During installation, the warranties of all trades and the roof itself, as well as all
regulations governing work on roofs (e.g., the use of fall protection systems, safety nets above an eave height of 3 meters,
accident prevention measures, building regulations, etc.) must be observed.
Failure to follow our assembly instructions, the installation or assembly of our products with competitor components, or the
use and combination of other components not purchased from us will result in no liability for defects or damages arising from
such failure. Warranty claims are therefore excluded. S-5! products are protected by international patents held by Metal Roof
Innovations, Ltd.
The suitability of the clamps for the intended metal roof profile must be checked before installation. Depending on the
specific clamp's application, it must be ensured that the forces transferred from the clamp to the standing seam can be
absorbed by the seam itself or by the supporting structure. Particular attention must be paid to snow and wind loads,
additional loads from installations attached to the clamps, and increased stresses in the edge and corner areas of the roof
structure. A sufficient number of clamps must be provided. For clamps with significant structural impact, a minimum distance
of 500 mm from the end of the standing seam profile must be maintained.
The building owner, proprietor, or operator is responsible for the structural stability of a building. The installer carrying out the
installation is responsible not only for the installation itself but also for the roof on which it is installed. Anyone installing a
system on an existing roof without first verifying its structural stability is violating existing law! Sufficient holding power of the
roof covering to the supporting or substructure must always be ensured. This verification must be provided by the building
owner. In cases of doubt, a structural engineer must be consulted beforehand to determine the load and its distribution.
When installing metal roofing on wooden sheathing, the edge and corner areas should not be covered with modules due to the
limited load-bearing capacity of the roofing and the clips. In the central area, skipping seams is generally not possible.
Therefore, we recommend installing clamps on each seam. The installation of, for example, PV systems represents a point
load; therefore, we recommend reduced clip spacing and screwed-in clips. The clamp should be installed and fastened
between the clips to achieve optimal load distribution.
The thermally induced change in length of the metal roofing must not be obstructed!
When mounting rigid objects such as rails, pipes, cable ducts, etc. on the clamps, these must be separated at regular intervals
(after max. 3m) to limit deformations due to thermally induced changes in length (in longitudinal and transverse directions).
The respective installation instructions do not relieve the executing company of the responsibility to clarify the possible uses
and applications of our products, also in conjunction with the other materials used, for each individual project beforehand.
The material properties of the respective metals, their combination with one another, as well as the processing instructions
and regulations of all manufacturers involved (including those of the metal roofing material) must be observed.
RoofTech and S-5! recommend that the planned installation, PV system, snow guard, etc. be checked by a qualified
professional who is responsible for the snow and wind loads, the loads of the installation, the statics and assembly as well as
the planning and construction of and on metal roofs.
S-5! clamps are not suitable for use as fall protection or fall arrest systems. For this purpose, S-5! clamps may only be used in
a certified and approved fall arrest system. The respective system provider for fall arrest systems is responsible for this and
must provide proof of certification.
The suitability of our products for their intended use must be verified by the planner and user. If technical details are not
described separately, this does not relieve the executing company of the responsibility to conduct a case-by-case review and
clarify the facts beforehand. RoofTech GmbH, S-5!-Metal Roof Innovations Ltd., and our manufacturers generally do not
assume responsibility for installation, suitability, or application.
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