
Basic planning and assembly instructions:

Please note the following general guidelines when planning and installing BirdBlockers:

• BirdBlocker installation should only be carried out by qualified professionals and specialist companies with experience in installing solar panels on roofs. During

installation, the warranties of the solar panel and the roof, as well as the applicable regulations for working on roofs, must be observed (e.g., the use of fall

protection equipment, scaffolding with safety nets above an eaves height of 3 m, etc.). The presence of two people is mandatory for the entire installation

process to ensure rapid assistance in the event of an accident.

• The respective BirdBlocker installation instructions must always be followed (included in every BirdBlocker box, or available upon request or download from

our website www.rooftech.de). Throughout the entire installation process, it must be ensured that at least one copy of the relevant installation instructions is

available to all parties involved in the installation and is carefully followed.

We recommend installing the BirdBlocker preventively, i.e., at the same time as the solar panel installation. Before installing the BirdBlocker, old nests and other

debris under the solar panels should be removed. Do NOT install the BirdBlocker during the breeding season. The birds will do everything they can to get under

the solar panels due to their nesting instinct. If there are existing nests with eggs or fledglings, the relevant animal welfare laws must be observed, and the

veterinary office may need to be contacted beforehand. In several countries, it is even a criminal offense to disturb birds during the breeding season.

• The modules do not need to be removed during installation. Please note that you will need to order a few extra meters of BirdBlocker, as there will always be

some offcuts. At least 7 specially designed stainless steel clips are supplied per meter. Important: The BirdBlocker strips can be easily cut with large scissors,

garden shears, or a utility knife. Miter cuts will give you the best results when closing corners. NOTE: The proper functioning of the BirdBlocker depends on

correct installation by the installer!

• Suitable module frames have an inner flat profile (at least 10 mm wide) with frame thicknesses of 1.2–2 mm, onto which the BirdBlocker strips can be easily and

permanently mounted by sliding them on using the stainless steel mounting clips. It is particularly important to ensure that the mounting clips are correctly slid

onto the BirdBlocker strips with the correct side facing up (see steps 3 and 7 in the installation instructions). For Trina Vertex modules, we offer special Trina

mounting clips separately for attaching the BirdBlocker strips to the short side of the frame, which is too short for the BirdBlocker clips.

• It is important to install the BirdBlocker strips completely around the solar panels and ensure that the BirdBlocker pins stand firmly on the roof surface to

provide resistance. Connect the pins at the ends of adjacent BirdBlocker strips and close any other gaps between two pins using the cable ties included in each

box.

• The specialist company responsible for installation must ensure that the planning and assembly are carried out strictly in accordance with national and site-

specific building regulations, environmental protection regulations, standards, occupational safety and accident prevention regulations, and regulations of the

employers' liability insurance associations. Every person involved in planning and assembly with our products is obligated to independently inform themselves

about all rules and regulations for professionally correct planning and assembly and to comply with them. This also includes obtaining the current version of the

required rules and regulations.

• The installing technician and company is responsible not only for the professional installation of the BirdBlocker, but also for the roof and the solar system on

which it is mounted. The installation instructions do not relieve the installing company of the responsibility to clarify in advance the possible uses and

applications of our products in conjunction with the other materials and products used on the specific site.

• The processing instructions, regulations, and warranties of all manufacturers and trades involved must be observed. If technical details are not described

separately, this does not release the executing company from the obligation to examine each individual case and to clarify the facts beforehand.

• The suitability of the BirdBlocker for the intended use on the specific solar panel system must be verified by the owner and the installation company. The

BirdBlocker does not provide 100% protection against birds nesting or other animals nesting under the solar panel. However, its design significantly disrupts and

hinders birds and other animals attempting to access the solar panel. The BirdBlocker works best as a preventative measure to avoid bird disturbances.

• If our installation instructions are not followed, if the BirdBlocker strips are attached differently than specified by us, or if other components not purchased

from us are used or combined, we accept no liability for any resulting defects or damage. The warranty is therefore excluded.

• The information, drawings, and photos provided in our documents and on our website serve to illustrate individual details and are merely recommendations.

RoofTech GmbH and the BirdBlocker manufacturer assume no liability whatsoever arising from them.

• RoofTech GmbH and the BirdBlocker manufacturer do not assume any responsibility for suitability, effectiveness, assembly and correct use, nor any further

liability.

Further information and individual assembly instructions can be downloaded from our website: www.rooftech.de. We would also be happy to send you the

respective assembly instructions and further information.
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